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Product Datasheet  
 
DSADVMP Matt white adhesive monomeric vinyl 
80mic  
 

 
Overview:  

This coated matt vinyl is perfect for inkjet printing of promotional displays including adverts, exhibitions and POS. Our customers 
love the radiant results, and also the fact that this product can be edge-to-edge laminated for outdoor use of up to twelve 
months. The perfect economical solution for projects with short-term application needs.  

 
Properties: 
 
Substrate weight 100 gsm 
Substrate thickness 80 mic 
Material construction:  Calendered monomeric plasticised PVC 
Release liner (Silicone paper) 150mic 
Total thickness 278mic 
Adhesive strength ~4.5 N/25MM A.F.E.R.A 
Adhesive strength after 24 hours ~12N/25MM A.F.E.R.A 
 

 
Applications and features: 
 
This product has been designed for short term display purposes both indoors and outdoors. For extra protection this product 
can also be laminated. Up to 12 months durability outdoors without lamination, with pigmented inks. For flooring use our anti-
slip monomeric floor laminating film 125mic. 

Compatibility:  
 
This product has been tested for use with the following ink technologies;  

Aqueous Dye 
Aqueous Pigmented  

 
Available Widths (mm): 

Our products come in many shapes & sizes, however, as market requirements change, so do the range of sizes we produce and 
hold in stock. The following reflects the main product dimensions we supply this product in as at the time this data sheet was 
created. If the size you need isn't listed, please speak to us to see if it can be made especially for you.  

914mm  1066mm 1270mm 1524mm  - all in 30M lengths. 

 
Colour profiles: 
 
Design Supply develops high-quality colour profiles for media / ink / printer / RIP combinations.  Details on request. 

 
 
 


